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5. Recordkeeping Requirements

5.1 The plant owner or operator shall keep
a record of each hourly emission rate, each
hourly SO, CEMs value and hourly flow rate
value, and each hourly Btu heat input rate,
hourly steam rate, or hourly electrical power
output, and a record of each hourly weighted
average emission rate. These records shall be
kept for all periods of operation of Unit 1 or
2 under provisions of §60.43(e), including op-
erations of Unit 1 (E1l) during periods of
DAFGDS startup, shutdown, and malfunc-
tion when H1 and El are assumed to be zero
(0) (see 4.5).

5.2 The plant owner or operator shall keep
a record of each hourly gas flow rate through
the DAFGDS stack, each hourly stack gas
flow rate through the bypass stack during
any periods that the DAFGDS bypass damper
is opened or flow is indicated, and reason for
bypass operation.

6. Reporting Requirements

6.1 The owner or operator of any affected
facility shall submit the written reports re-
quired under 6.2 of this section and subpart A
to the Regional Administrator of the
USEPA, Region 5 and the Director, of the
IEPA for every calendar quarter. All quar-
terly reports shall be submitted by the 30th
day following the end of each calendar quar-
ter.

6.2 For sulfur dioxide, the following data
resubmitted to the Regional Administrator
of the USEPA, Region 5 and the Director, of
the IEPA for each 24-hour period:

6.2.1 Calendar date

6.2.2 The combined average sulfur dioxide
emission rate (ng/J or lb/million Btu) for the
past 30 successive boiler operating days (end-
ing with the last 30-day period in the quar-
ter); and, for any noncompliance periods,
reasons for noncompliance with the emission
standards and description of corrective ac-
tion taken.

6.2.3 Identification of the boiler operating
days for which valid sulfur dioxide emissions
data required by 4.6 have not been obtained
for 75 percent of the boiler operating hours;
reasons for not obtaining sufficient data; and
description of corrective actions taken to
prevent recurrence.

6.2.4 Identification of the time periods
(hours) when Unit 1 or Unit 2 were operated
but combined hourly emission rates (EC)
were not calculated because of the unavail-
ability of parameters E1, E2, H1, or H2 as de-
scribed in 3.2.

6.2.5 Identification of the time periods
(hours) when Unit 1 and Unit 2 were operated
and where the combined hourly emission
rate (EC) equalled Unit 2 (E2/H2) emissions
because of the Unit 1 malfunction provisions
under 3.5.3, and 3.5.4.

6.2.6 Identification of the time periods
(hours) when emissions from the Unit 1

Pt. 60, App. |

DAFGDS have been excluded from the cal-
culation of average sulfur dioxide emission
rates because of Unit 1 DAFGDS startup,
shutdown, malfunction, or other reasons;
and justification for excluding data for rea-
sons other than startup or shutdown. Report-
ing of hourly emission rate of Unit 1 (E1/H2)
during each hour of the DAFGDS startup,
malfunction under 3.5.1, 3.5.2, 3.5.3, and 3.5.4
(see 4.5).

6.2.7 Identification of the number of days
in the calendar quarter that the affected fa-
cility was operated (any fuel fired).

6.2.8 Identify any periods where Unit 1
DAFGDS malfunctions occurred and the cu-
mulative hours of Unit 1 DAFGDS malfunc-
tion for the quarter.

6.2.9 Identify any periods of time that any
exhaust gases were discharged to the
DAFGDS bypass stack and the hourly gas
flow rate through the DAFGDS stack and
through the DAFGDS bypass stack during
such periods and reason for bypass operation.

6.2.10 [Reserved]

[62 FR 28955, Aug. 4, 1987, as amended at 58
FR 28785, May 17, 1993; 59 FR 8135, Feb. 18,
1994]

APPENDIX H TO PART 60 [RESERVED]

APPENDIX I TO PART 60—OWNER’S
MANUALS AND TEMPORARY LABELS
FOR WOOD HEATERS SUBJECT TO
SUBPARTS AAA AND QQQQ OF PART
60

1. INTRODUCTION

The purpose of this appendix is to provide
specific instructions and examples to manu-
facturers for compliance with the owner’s
manual provisions of subparts AAA and
QQQQ of this part.

2. INSTRUCTIONS FOR PREPARATION OF WOOD
HEATER OWNER’S MANUALS

2.1 Introduction

Although the owner’s manuals do not re-
quire premarket approval, EPA will monitor
the contents to ensure that sufficient infor-
mation is included to provide heater proper
operation and maintenance information af-
fecting emissions to consumers. The manu-
facturer must make current and historical
owner’s manuals available on the company
Web site and upon request to the EPA. The
purpose of this section is to provide instruc-
tions to manufacturers for compliance with
the owner’s manual provisions of §60.536(g) of
subpart AAA that applies to wood heaters
and §60.5478(f) of subpart QQQQ that applies
to hydronic heaters and forced-air furnaces.
A checKklist of topics and illustrative lan-
guage is provided as instructions. Owner’s
manuals should be tailored to specific wood
heater models, as appropriate.
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